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SPECIFICATION IN TENDER 

 

TO BE READ AS 

 

2 

SPECTRAL CONFOCAL IMAGING UNIT WITH 

BUILT-IN DETECTORS: 

 

SPECTRAL CONFOCAL IMAGING UNIT 

WITH DETECTORS: 

 

LASER POINT SCANNING AND CONFOCAL DETECTION 
 

 

LASER POINT SCANNING AND CONFOCAL 
DETECTION 

 

DETECTION SYSTEM WITH 2 INDEPENDENT SPECTRAL 

PMT DETECTORS FOR SIMULTANEOUS DETECTION OF 2 

FLUOROPHORES 

 

 

DETECTION SYSTEM WITH 2 INDEPENDENT 

SPECTRAL PMT DETECTORS FOR SIMULTANEOUS 

DETECTION OF 2 FLUOROPHORES. 

 

 

ALL DETECTORS SHOULD BE DIRECTLY CAPABLED, NOT 

THROUGH OPTICAL FIBER AND CAPABLE FOR WORKING 

IN INTENSITY AND SPECTRAL MODE IMAGING. 

 

 

ALL DETECTORS SHOULD BE DIRECTLY OR 

INDIRECTLY CAPABLED AND CAPABLE FOR 

WORKING IN INTENSITY AND SPECTRAL MODE 

IMAGING. 

 

SCANNER SHOULD HAVE A TRUE SPEED OF AT LEAST 5-

10FPS @512X512. 
 

 

SCANNER SHOULD HAVE A TRUE SPEED OF AT 

LEAST 5-10FPS @512X512. 

 

SCAN RESOLUTION OF MINIMUM 4KX4K PIXEL 

 

 

SCAN RESOLUTION OF MINIMUM 4KX4K PIXEL 

 

ADDITIONAL TRANSMITTED LIGHT DETECTOR (PMT) 

FOR LASER BASED MORPHOLOGY IMAGING 

 

ADDITIONAL TRANSMITTED LIGHT DETECTOR 

(PMT) FOR LASER BASED MORPHOLOGY IMAGING 
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